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DEPARTMENT OF PLANNING & DEVELOPMENT SERVICES

PURPOSE: This rule will outiine the requirements and responsibiiities for the developer when requesting
to record a subdivision prior to completing the improvements as required by the approved construction
plans. Construction bonding shall comply with SCC 30.41A.410.

RULE SUMMARY:

ey

improvements That May be Placed Under a Construction Bond, and Completed After
Recording the Subdivision.

Only those improvements that will be located within the recorded public right-of-way may
be placed under a construction bond. Typical bondable items include:

« road grading cuts and fills less than one foot in depth from final road surface
elevation.

underground storm system

instaliation of caich basins

concrete curb, and gutier

road asphsli pavement

sidewalks

survey monuments

final plat cleanup
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2. Improvements That Shall be Compieted Prior to Recording the Subdivision.

improvements that are located outside of the recorded public right-ocf-way may not be
placed under a construction bond. Typical nonbondable items include:

« instaiiation of drainage facilities iocated within a drainage easement on a privaie
{of or fract area.

all grading within the lots to comply with the ap
installation of erosion conirol facilities.
retention, and detention drainage facilities.
road graging cuts or filis over one foot from final road surface slevation.
special items required by the preliminary plat approval.

special public safety items.

hydroseeding all exposed soils.
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with a Construction Bond.

The developer shall submit a letter to the inspection Supervisor requesting County
approval to record the subdivision prior to construction acceptance. The letier shall
contain the following:

a.

A detailed construction schedule outlining each stage of the future construction,
and the date when the construction wili be compiste.

A contractor's bid document, or engineer's construction cost breakdown of all
ftems of construction. These documents shall show the itemized cost of each item
of construction, and not just the unfinished construction tems. Example, square
vards of asphalit, and cost per vard; total number of each type of catch basin used,
and cost per catch basin.

Record Drawing As-built Construction Plans are Required of Installed Improvements Prior
To Recording.
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